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CONFIDENTIAL KTG REPORT NO.   1062 

Fragmentation Test  of V/arhocd No. 124 

PART A 

SfCOPSIS 

1, This test v.as conducted to obtain the fragmentation charac- 
teristics of the Naval Ordnance Laboratory "arhead No. 124,    which 
contained a fluted rubber liner designed to cause the case to 
break up into thirty-six (36)  12,.,00 rods. 

2. The fluted rubber liner was unsuccessful in causing break uj.- 
of ;.arhead No.  124 into rods.    All recovered fragments .,ere under 
five (5)  inches in length. 
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CONFIDENTIAL NPG RxiPCRT NO.  1062 

Fragmentation Test of Warhead !*o.  124 

PART B 

wmissm 
1.    AUTHORITY! 

This test was authorized by reference  (b) and conducted under 
Task Assignment NPG-Re3f-607-1-53% reference (a). 

j 2.    REFERENCES* 

a. BUORD Conf Itr NP9 Re3f»EKJ»gg Ser 42699 of 29 Jul 1952 
b. NOL Conf .York Request V.G/6/53 of 6 AU& 3L952 
c. NPG Conf Reoort No, 1049 of 6 Oct 1952 

3.    BACKGROUND I 

a.    Reference  (a) authorised the Naval F*oving Ground to flork 
directly with the Naval Ordnance Laboratory in the development and 
testing of warheads for guided missiles. 

b.    Reference (b)  requested the Proving Ground to fragment 
Warhead No. 1^4, Composition B loaded, to determine the ability 
of a fluted rubber liner to control fragment size. 

4. OBJECT OF TEST* 

This test was conducted to obtain the fragmentation charac- 
teristics of the Naval Ordnance Laboratory Warhead No. 124, which 
contained a fluted rubber liner designed to cause the case to 
break up into thirty-six (36) 12'.'00 rods. 

5. PERIOD OF TESTl 

a. Date Project Letter 6 *ugust 1952 

b. Date Necessary Material Received 5 August 1952 

c. Date Commenced Test 19 August 1952 

d. Date Test Completed 19 Augist 1952 
: 
I 
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CONFIDENTIAL NPG REPORT KO. 1062 

Fragmentation Test of Warhead Ko. 124 

PART C 

DETAILS OF TEST 

6, DESCRIPTION OF ITEU UNDER TEST I 

Warhead No. 124, Figures 1 through 3, has a case Identical to 
that of Warhead No. 136, reference  (c).    The dimensions of the 
warhead are as follows I    8tfOO outer diameter by 12V00 long by 
OV375 wall thickness.    This warhead contains a fluted rubber 
liner, Figure 3, with grooves spaced 10* apart  so as to produce 
thirty-six (36;  rods upon detonation.    The warhead was Compo- 
sition B loaded at  the Naval Ordnance Laboratory.    The loaded 
warhead weighed 59*94 lbs* and the calculated weight of the case 
and end plates was 35-5 lba. 

7*    PROCEDURE! 

a*    The warhead was suspended horizontally over the water pit 
and initiated with a tetryl booster  (1«825 O.D. by 1200 thick)  and 
a U. S. Army Special Engineer's blasting cap placed at the end 
facing towards 180»,   Vertical steel panels 20 feet high and 
covering the longitudinal zone 77*-103* wore placed 40 feet from 
the warhead.    Rod-like fragment velocities were obtained by the 
usual high speed camera technique utilizing two 35mm Fastax cameras, 

b.    Fragments obtained from the water pit  (polar angle zone 
60°-120°)  represent one-sixth of the total fragments expected from 
the warhead*    A photograph of the field setup is shown in Figure 4. 

8.    RESULTS AND DISCUSSION 1 

a. ilass distribution data are listed in Table I, and the 
rocovorod fragments aro shown in Figure 5»    No rods were recovered 
greater than five  (5)  inches in length and the majority were only 
two (2)  to three (3)  inches long* 

b. Rod velocities, given in Table II, had a median of 
5300 ft*/sec. 
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CONFIDENTIAL NPG REPORT NO*  1062 

Fragmentation Tost of Warhead No4 124 

PART D 

CWCIffSIpNg 

9«    The fluted rubber liner was unsuccessful In causing breakup 
of V/arhead No. 124 into rods.    All recovered fragments <.ere under 
five  (5)  inches in length. 
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CONFIDENTIAL NPG REPORT NO. 1062 

Fragmentation Tost of 'Varher-d No. 124 

The tests upon which this roport is basod were conducted byi 
tf. WRIGHT, JR., Ensign, USNR, Fragmentation Firing Officer 

Fragmentation Division 
Terminal Ballistics Department 

vhis report was prepared byi 
W. WRIGHT, JR., Ensign, USNR, Fragmentation Firing Officer 

Fragmentation Division 
Terminal Ballistics Department 

This report was reviewed byi 
V. PHILIPCHUK, Fragmentation Battery Officer 

Fragmentation Division 
Terminal Ballistics Department 

R. H. LYDDANE, Director of Research 
Terminal Ballistics Department 

E. L. LE/STIK, Lieutonant Commander, USNR 
Terminal Ballistics Batteries Officer 
Terminal Ballistics Department 

\im  3. ROBERTSON, Lieutenant Commander. USN 
Terminal Ballistics Officer 
Terminal Ballistics Department 

C. C. BRAHBLE, Director of Research, Ordnance Group 

APFROVEDl  J. F. BRYNE 
Captain, USN 
Commandor, Naval Proving Ground 

I 
E.  A. RUCKNER 
Captain, USN 
Ordnance Officer 
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.i/JCUii'iTY ;; 
Fragments from Warhead No. 12U  recovered from the Water Pit. 

FIGURB 5 
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CONFIDENTIAL NPG REPORT NO. 106*: 

Fragmentation Tost of rrhe d I?o. 124 

urn n 

FRAGMENT VELOCITY DATA 

Water Pit 

40 Ft. Radius Arena 

35am Fastax Camera j,l 

Rd. 1, Warhead No. 124 

Dato Firedi    19 August 1952 

2580 Frames per  sec. 

Filler1    Comp. B 

Total Weightt    59.94 Lbs. Filler '/eightt    24.4 Lbs.   (cst.) 

Frame in Which 
Hit Occurred No. Rod-Like Friements Y9iocuy (f/5) 

1 

1 
19 2 5430 

20 4 5160 

21 1 4910 

Median 5300 

Average 5200 

li 
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CONFIDENTIAL NPGREPORT MO.  1062 

Fragmentation Test of Cfcrhind IIo. 124 

L^Lai II (continued) 

Water Pit 

40 Ft. Radius Arena 

35mm Fastax Camera $2 

Rd,  1, Warhead No. 124 

Total Weight!    59-94 Lbs. 

Date Firedt    19 August 1952 

2580 Framos per sec. 

Filler 1    Comp. B 

Filler Weight!    24.4 Lbs.   (est.) 

I 

Frame in Which 
Hit Occurred No. Rod-Like Fr^.pments Velocity  (f/s^ 

19 2 5430 

20 4 5160 

21 1 4910 

Median 5300 

Average 5200 

CONFIDENTIAL 
SECURITY  INFORMATION APPENDIX D 



CONFIDENTIAL NPG RiiPORT NO.   1062 

Fragmentation Tost of V/arhc- d No. 124 
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